OILES Air Bearing straight/flange bushing type (ABB/ABF series) s ooe] AT

Reference Performance
Mating of Oiles air bushings
0.003 housing (straight/ f|ange) Mating shaft
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Al g g Product : ABB-406040
Matingshaft o 05 - Supply air pressure : 0.5MPa
7 % % Gap between shaft and bearing(radius) : 7um
Sintered layer - Load CapaCIty
SUS420J2 500 100
The dimension of ¢d is based on actual matching with the mating shaft. 400 ’E‘ 80
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Parts No. & d(mm) & D (mm) L () L2(mm) Airinlet Weight® S oo EE .
ABB - 203520 20 35 20 10 M3 100 0 N @ 0
ABB - 304530 30 45 30 15 M5 200 o 1 2 3 4 5 6 7 o 1 2 3 4 5 6 7
ABB - 406040 40 60 40 20 M5 450 Air gap (um) Air gap (um)
ABB - 507050 50 70 50 25 M5 700 .
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" L &3 coumterbore deptias | \ A Performance of ABB/ABF when the supply pressure 0.5MPs, Gap 7um -
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= o, Thedimension of od is W Load capacity Stiffness Bearing flow rate @
5 Section view A-A P RartiNo: (N)*1 (N/m)*2 (NL/min) *3
f: (note) The tolerance of ABF-2030 outer diameter ¢35 is -0.025~-0.050. The flange fixing bolt has a 4-4.5 dril 8 ABB - 203520 48 16 3.3 §
counterbored depth of 4.5. Air inlet can be selected.
ABB - 304530 111 37.5 3.3
1.D. O.D. Flange Length Air  Weight ABB - 406040 205 70 4.0
PartsNo. 4 demm) @Dmm) OFmm  tenm  Lommy VO™ Atmm) Bimm) pier U6 ABB - 507050 335 115 4.0
ABF-1220 | 12 25 44 10 20 | 32 | 22 | 26 | M3 | 120 ABF - 1220 20 > 3.8
ABF-1620 | 16 30 48 10 | 20 | 36 | 25 | 30 | m3 | 150 ABF - 1620 35 10 4.0
ABF-2030 | 20 35 55 10 | 30 | 40 | 28 | 34 | M3 | 230 ABF - 2030 65 24 4.0
% Custom dimensions are available. Please contact our sales office for details. %) Please use within the load capacity. *The value shown above are typical values.

%2) Stiffness refers to a value near the load capacity.
% 3) Bearing flow rate refers to the flow rate measured when the bearing and mating shaft are assembled.

Mating Shaft Specifications

Material : Stainless steel or steel treated with anti-corrosion coating Bearing assembly method
Recommended cylindricity : < 3 um

Recommended surface roughness : Ra < 0.4 Due to the gap between the I.D of the bearing and the shaft is extremely small.

When assembling, Please avoid fixing by press fit and assemble with a clearance fit.

Customize

In addition to the bush type, air slide, air shaft or other shapes can be available.
Also, Custom dimensions are available. Please Contact our sales office for details.
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